Bettermaker Mastering

Bettermaker Bus

Compressor Compressor
Advanced VCA compressor v v
Classic VCA compressor
Variable-bias tube compressor/limiter
FET compressor
Opto compressor
DAW controlled via USB (Mac & PC) v v
Total recall from DAW v v
100% analog signal path v v
Onboard preset memory v
HiRes touchscreen v
LED matrix / LED ring v
VU meter
19inch enclosure v v
500 series format
Mid-Side matrix v
Dual-mono operation v
BM, SG, DX modes v
Input HPF v
Sidechain HPF v’ (variable) v (variable)
Basic Sidechain Filtering
Sidechain LPF and parametric EQ v
Sidechain hardware Insert/Input v v
Sidechain input v v
Sidechain preview v v
Dry/Wet Mix v v
THD function v v
0dd/even clipper with drive v
Adjustable THR, ATT, REL, GAIN v v
Stepped THR, ATT, REL, GAIN v
Auto release v v
Range function v
Variable ratio v
Stepped ratio v v
Expander v
Variable knee v
Forward sidechain feed v v
Backward sidechain feed v
Peak detection v v
RMS detection v v
Auto make-up
Manual make-up v v
Variable Link
Transformer balanced 1/0
Tube based circuit
Maximum input level +23dBu +23dBu
Maximum outpu level +23dBu +23dBu
Threshold range 40dB 40dB
Attack Range 0.1-250ms 0.1-60ms
Release range 10 -2000ms 10 -2000ms
Ratios 0.7:1-10:1 15,2,4,6,10:1
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